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CONTRASTECH Illumination

LT3-Li+ With LT3-LiC-Kit

Optical spec. Electrical specifications Dimensions

Model No.
Light Area Supply 

Voltage
(v)

Power 
cons. 

(w)

Power 
cons. 

(w)
Length

(mm)
Width
(mm)

Height
(mm)Length

(mm)
Width
(mm)

VT-LT3-LiC140 140 15 48 15.4 23.1 170 51 93
VT-LT3-LiC290 290 15 48 30.8 46.1 320 51 93
VT-LT3-LiC440 440 15 48 46.1 69.2 470 51 93
VT-LT3-LiC+100 100 17 48 48 48 120 28.45 54.4
VT-LT3-LiC+200 200 17 48 96 96 220 28.45 54.4
VT-LT3-LiC+300 300 17 48 129.6 129.6 320 28.45 54.4
VT-LT3-LiC+400 400 17 48 172.8 172.8 420 28.45 54.4
VT-LT3-LiC+500 500 17 48 216 216 520 28.45 54.4
VT-LT3-LiC+600 600 17 48 259.2 259.2 620 28.45 54.4

Coaxial accessories for Line Scan Illumination
LiC / LiC+ Kit
Features
• Coaxial function suite, realize the characteristic of line light

souce coaxial.

•  Match Li or Li+ series line light source to use.

Applications
• PCB detection, flexible circuit board or copper foil detection

• Shadow elimination of large area circuit board fluctuant device

Examples of Li+ & LiC Kit Light Images

Explanation of Model Code

VT-LT3-PiC / LiC+ Kit - 100 

Series Emitting Length

LT3-LiC Kit

LT3-LiC+ Kit
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